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LOT 2

LOT 1

TREE
PROTECTION
(TYP.)
NO LIVE TREES
ARE PROPOSED
TO BE REMOVED
WITHIN LOT 1
OR THE
RIGHT-OF-WAY
AS PART OF THE
DEVELOPMENT
OF LOT 2

REMOVE
DEAD
TREE

RD

RD

FOR RIGHT OF WAY INFORMATION,
PLEASE REFER TO PLANNING BOARD
- APPROVED PLANS PREPARED BY
GREGORY J. MCWILLIAMS, A.I.A.
ENTITLED "PROPOSED SUBDIVISION
PLAN" SHEET SY-1 AND "PROPOSED
ENTRY DRIVE PLAN" SY-1a, BOTH
DATED 4-28-16 AND INCLUDED WITH
THIS SUBMISSION PACKAGE.
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LOT 2 DETAILS

2

HOLE DIAMETER TABLE
ROOT BALL SIZE
LESS THAN 4'Ø
4'-5'Ø
GREATER THAN 5'Ø

HOLE DIAMETER
2X BALL Ø
1 3/4X BALL Ø
1 1/2X BALL Ø

DOUBLE 12 GAUGE WIRE,
TWISTED. 3 PER TREE AND
WIRES TO BE FLAGGED

TURNBUCKLE (3)
GALVANIZED OR DIP-PAINTED

1/2" DIA. REINFORCED
RUBBER HOSE

SET TREE AT ORIGINAL
GRADE

CREATE 3"-6" HIGH RIM
OF TAMPED EARTH AT
PERIMETER OF  HOLE
FOR WATER RETENTION

ROPES AT TOP OF BALL
SHALL BE CUT, REMOVE
TOP 1/3 OF BURLAP,
NON-BIODEGRADABLE
MATERIAL SHALL BE
TOTALLY REMOVED.

PLACE ROOT BALL ON
UNEXCAVATED SOIL OR
COMPACTED SUBGRADE.
PERIMETER OF TREE PIT.

NOTE:
PLANTED TREES  SHALL BE PROTECTED
AGAINST DEER BROWSE/DAMAGE BY
REGULAR APPLICATION OF DEER REPELLANT
OR USE OF PLASTIC NETTING OR WIRE MESH,
TREE GUARDS, ETC. OR OTHER MEASURES.

VARIES (SEE TABLE)

MULCH; PREMIUM DARK
BROWN SHREDDED BARK
MULCH (3" DEPTH).

2"x2"x48" HARDWOOD
TREE STAKE, 3 PER TREE
AT 120 APART

EVERGREEN TREE PLANTING DETAIL (N.T.S.)

2" - 3" MULCH

1.0' PLANTING
SOIL MEDIA

FILTER FABRIC (MIRAFI
140N OR APPROVED
EQUAL)

1.5" - 2" CLEAN CRUSHED
STONE DRAINAGE LAYER
0.5' DEPTH

PROPOSED
PLANTINGS

NOTES:
1. THE PROPOSED PLANTINGS SHALL BE IN ACCORDANCE

WITH TABLE 5.11 "SUGGESTED RAIN GARDEN  PLANT
LIST" CONTAINED IN THE NEW YORK STATE
STORMWATER MANAGEMENT DESIGN MANUAL.

2. PLANTING SOIL MEDIA SHOULD CONSIST IF 50%-70%
SAND (LESS THAN 5% CLAY CONTENT), 50%-30% TOPSOIL
WITH AN AVERAGE OF 5% ORGANIC MATTER (COMPOST
OR PEAT).

3. THE PLANTING SOIL MEDIA SOIL SHOULD BE A
UNIFORM MIX, FREE OF STONES, STUMPS, ROOTS AND
OTHER OBJECTS LARGER THAN 2 INCHES IN DIAMETER.
THE SOIL SHOULD BE VISIBLY FREE OF NOXIOUS
WEEDS.

4. THE SOIL SHOULD HAVE A pH RANGE OF 5.2 TO 7.0 AND
AN ORGANIC CONTENT OF 1.5%-4.0%

5. THE MULCH LAYER SHOULD BE STANDARD LANDSCAPE
STYLE, SINGLE OR DOUBLE, SHREDDED HARDWOOD
MULCH OR CHIPS.  THE MULCH LAYER SHOULD BE
WELL AGED (STOCKPILED OR STORED FOR AT LEAST 12
MONTHS).  THE MULCH LAYER SHOULD BE UNIFORM IN
COLOR AND FREE OF WEED SEEDS, SOIL, ROOTS, GRASS
CLIPPINGS, ETC.

6"

3
1

SUGGESTED RAIN GARDEN
PLANT LIST*

SHRUBS HERBACEOUS PLANTS

Witch Hazel
Hamemelis virginiana

Cinnamon Fern Osmunda
cinnamomea

Winterberry
Ilex verticillata

Cutleaf Coneflower
Rudbeckia laciniata

Arrowwood
Viburnum dentatum

Woolgrass
Scirpus cyperinus

Brook-side Alder
Alnus serrulata

New England Aster Aster
novae-angliae

Red-Osier Dogwood
Cornus stolonfiera

Fox Sedge
Carex vulpinoidea

Sweet Pepperbush
Clethra alnifolia

Spotted Joe-Pye Weed
Eupatorium maculatum

Switch Grass Panicum
virgatum

Great Blue Lobelia Lobelia
siphatica

Wild Bergamot Monarda
fistulosa

Red Milkweed Asclepias
incarnate

*TAKEN FROM TABLE 5.11
OF THE NEW YORK STATE
STORMWATER
MANAGEMENT DESIGN
MANUAL

FINISHED
GRADE

RAIN GARDEN SECTION (N.T.S.)

FLOW

1. FILTER CLOTH TO BE FASTENED SECURELY TO
POSTS AT TOP AND MID SECTION.

2. WHEN TWO SECTIONS OF FILTER CLOTH ADJOIN
EACH OTHER THEY SHALL BE OVERLAPPED BY
SIX INCHES AND FOLDED.

3. MAINTENANCE SHALL BE PERFORMED AS
NEEDED AND MATERIAL REMOVED WHEN
"BULGES" DEVELOP IN THE SILT FENCE.

POSTS:  STEEL EITHER T OR U TYPE
OR 2" HARDWOOD

FILTER CLOTH:  FILTER X,
MIRAFI 100X, STABILINKA T140N,
OR APPROVED EQUAL

PREFABRICATED UNIT:  GEOFAB,
ENVIROFENCE, OR APPROVED
EQUAL

20"
MIN.

FLOW

12"
MIN.

8" MIN.
EMBEDMENT

10' O.C. MAX.

HEIGHT OF
FILTER ABOVE
GROUND 16" MIN.

UNDISTURBED
GROUND

UNDISTURBED
GROUND

20"
MIN.

EMBED FILTER CLOTH
MIN. 8" INTO GROUND

CONSTRUCTION NOTES FOR FABRICATED SILT FENCE
SECTION

PERSPECTIVE VIEW

SILT FENCE DETAIL (N.T.S.)

M
IN. SLOPE

2
1

STABILIZE ENTIRE PILE
WITH VEGETATION OR
COVER

SLOPE
OR LESS

SILT FENCE

M
IN

. S
LOPE

INSTALLATION NOTES

1. AREA CHOSEN FOR STOCKPILING OPERATIONS SHALL BE DRY AND STABLE.

2. MAXIMUM SLOPE OF STOCKPILE SHALL BE 1:2.

3. UPON COMPLETION OF SOIL STOCKPILING, EACH PILE SHALL BE SURROUNDED
WITH SILT FENCING, THEN STABILIZED WITH VEGETATION  OR COVERED.

4. SEE SPECIFICATIONS FOR INSTALLATION OF SILT FENCE.

TEMPORARY SOIL STOCKPILE DETAIL (N.T.S.)

GRADE

TREE PROTECTION DETAIL (N.T.S.)

8' MAX.

SEE NOTE

SNOW FENCE TO FACE
OUT ON ALL SIDES

4" X 4" WOOD OR METAL
POST

SNOW
FENCE

TREE TO BE
SAVED

3'
3'

NOTE:
THIS DIMENSION TO BE
EQUAL TO DRIPLINE OF
TREE 5' MIN.

TREE PROTECTION SHALL BE PROVIDED
FOR SPECIMEN TREES TO BE SAVED
WHICH ARE LOCATED IMMEDIATELY
ADJACENT TO CONSTRUCTION AREAS
OR AS DIRECTED.

2'-0" SHOULDER
(WHERE FEASIBLE)

3
4"/FT.

2 MAX.
1

2 MAX.
1

6" BASE COURSE
NYSDOT ITEM 304.05
COMPACTED
SUBGRADE

3" TOP COURSE
NYSDOT ITEM 403.17

12'
(SEE PLAN FOR TRANSITION WIDTH)

1
4"/FT

INDIVIDUAL DRIVEWAY SECTION DETAIL (N.T.S.)

ASPHALT CURB
IF/WHERE
DESIRED BY
OWNER

2'-0" SHOULDER
(WHERE FEASIBLE)

3
4"/FT.

3' 5:1

PLAN VIEW

PROFILE

EXISTING
GROUND
FILTER
CLOTH

EXISTING
PAVEMENT

MOUNTABLE
BERM (OPTIONAL)

EXISTING
PAVEMENT

10'
MIN.

6" MIN.

EXISTING
GROUND

30' MIN.

CONSTRUCTION SPECIFICATIONS
1. STONE SIZE - USE 2" STONE, OR RECLAIMED OR RECYCLED CONCRETE EQUIVALENT.

2. LENGTH - 30'.

3. THICKNESS - NOT LESS THAN SIX (6) INCHES.

4. WIDTH - TWELVE (12) FOOT MINIMUM, WHERE POSSIBLE, BUT NOT LESS THAN THE FULL WIDTH AT POINTS
WHERE INGRESS OR EGRESS OCCURS.  PLEASE REFER TO PLANNING BOARD APPROVED PLANS PREPARED BY
GREGORY J. MCWILLIAMS, A.I.A. ENTITLED "PROPOSED SUBDIVISION PLANS" SHEET SY-1 AND "PROPOSED ENTRY
DRIVE PLANS" SY-1a, BOTH DATED 4-28-16.

5. FILTER CLOTH - WILL BE PLACED OVER THE ENTIRE AREA PRIOR TO PLACING OF STONE.

6. SURFACE WATER - ALL SURFACE WATER FLOWING OR DIVERTED TOWARD CONSTRUCTION ENTRANCES SHALL
BE PIPED ACROSS THE ENTRANCE. IF PIPING IS    IMPRACTICAL, A MOUNTABLE BERM WITH 5:1 SLOPES WILL BE
PERMITTED.

7. MAINTENANCE - THE ENTRANCE SHALL BE MAINTAINED IN A CONDITION WHICH WILL PREVENT TRACKING OR
FLOWING OF SEDIMENT ONTO PUBLIC RIGHTS-OF-WAY, ALL SEDIMENT SPILLED, DROPPED, WASHED OR
TRACTED ONTO PUBLIC RIGHTS-OF-WAY MUST BE REMOVED IMMEDIATELY.

8. WHEN WASHING IS REQUIRED, IT SHALL BE DONE ON A AREA STABILIZED WITH    STONE AND WHICH DRAINS
INTO AN APPROVED SEDIMENT TRAPPING DEVICE.

9. PERIODIC INSPECTION AND NEEDED MAINTENANCE SHALL BE PROVIDED AFTER EACH RAIN.

10'
MIN.

12'
MIN.

30' MIN.

12'
MIN.

STABILIZED CONSTRUCTION ENTRANCE
 DETAIL (N.T.S.)
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Architectural Review 
Town of Ossining 

 

Presented by: 
Brian Contreras & Stephanie Diesing 

 

For: 
68A Somerstown Road, Ossining, NY 10562 (Lot 2) 

S/B/L # 90.10 3 3.2 
 

Roof Shingles: 

• Manufacturer/Product: CertainTeed – Landmark Pro Series 
• Color: Max Def Weathered Wood  

Metal Roof Accents: 

• Manufacturer/Product: Architectural Sheetmetal Products - SpectraLume 
• Color: Medium Bronze 

Siding: 

• Manufacturer/Product: LP SmartSide – Lap Siding 
• Prefinisher: Diamond Kote 
• Color: Custom – Dark Navy Blue. Printed color is not an exact representation. 

Stone: 

• Manufacturer/Product: Boral – Versetta Stone Tight-Cut 
• Color: Sand 

Windows: 

• Manufacturer: Paradigm or Andersen – Vinyl  
• Color: White 

Front Door: 

• Manufacturer/Product: Therma-Tru – Classic-Craft® Rustic Collection™ 2 Panel Soft Arch | 
Style No. CCR200  

Garage Side Door: 

• Manufacturer/Product: Therma-Tru – Fiber-Classic® Mahogany Collection™ Half Lite 1 Panel 
| Style No. FCM6022XC-SDL  



Garage Door: 

• Manufacturer/Product: Wayne Dalton – Carriage House Steel 6600 Panel 16' x 7' 
• Color: White   
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