
Hinkley
COEN 17025BK-LL

Coen is an instant favorite with timeless design features and a 
modern edge. Clear seedy glass exudes a radiant glow to 
make a home's exterior shine. This slender frame is 
constructed of composite materials, and coated with a finish 
that can withstand harsh elements. Available in a Black or Oil 
Rubbed Bronze, Coen is also Dark Sky compliant and includes 
an LED bulb.

 FINISH: Black
 WIDTH: 8"
 HEIGHT: 21.5"
 GLASS: Clear Seedy
 MATERIAL: Composite
 BRAND: Hinkley

 FINISH: Black
 WIDTH: 8"
 HEIGHT: 21.5"
 GLASS: Clear Seedy
 LIGHT SOURCE: Socketed
 LED NAME: GU10LED-3K
 VOLTAGE: 120v
 LED COLOR TEMP: 3000
 LED LUMENS: 500

 LED CRI: 80
 INCANDESCENT EQUIVALENCY: 

1 x 50w
 LED LIFESPAN: 25,000 hrs
 DIMMABLE: Yes, CL Type Dimmer 

(SSL7A)
 BACK PLATE: 5"W X 6.5"H
 EXTENSION: 10”
 TOP TO OUTLET: 5.5"
 WEIGHT: 5.5lb
 UPC CODE: 640665170290



 FINISH: Satin Black
 WIDTH: 6.5"
 HEIGHT: 22"
 GLASS: Etched Lens
 MATERIAL: Aluminum
 TRANSFORMER REQUIRED: Yes
 BRAND: Hinkley

 FINISH: Satin Black
 WIDTH: 6.5"
 HEIGHT: 22"
 GLASS: Etched Lens
 LIGHT SOURCE: Socketed
 LED NAME: EA-LMW-1.5W
 VOLTAGE: 12v
 VOLT-AMPS: 2.5
 LED COLOR TEMP: 2700
 LED LUMENS: 150

 DEPTH: 1.75
 LED CRI: 80
 INCANDESCENT EQUIVALENCY: 

1 x 25w
 LED LIFESPAN: 40,000 hrs
 DIMMABLE: Yes, with MLV on 

Transformer Primary
 LEADWIRE: 1 X 36"
 WEIGHT: 2lb
 UPC CODE: 640665151923

1518SK-LL
12V Large LED Path Light



15102TK-LL
12V LED Path Light

 FINISH: Textured Black
 WIDTH: 7"
 HEIGHT: 22"
 MATERIAL: Composite
 TRANSFORMER REQUIRED: Yes
 BRAND: Hinkley

 FINISH: Textured Black
 WIDTH: 7"
 HEIGHT: 22"
 LIGHT SOURCE: Socketed
 LED NAME: 00T5-27LED-1.5
 VOLTAGE: 12v
 VOLT-AMPS: 1.8
 LED COLOR TEMP: 2700
 LED LUMENS: 150

 DEPTH: 9
 LED CRI: 90
 INCANDESCENT EQUIVALENCY: 

1 x 25w
 LED LIFESPAN: 25,000 hrs
 DIMMABLE: Yes, with MLV on 

Transformer Primary
 LEADWIRE: 1 X 36"
 WEIGHT: 1.5lb
 UPC CODE: 640665151022



65-901
BULLET SEC LGT W/ CAMERA - BK

Bullet Outdoor SMART Security Camera; Starfish 

enabled; Black Finish


